
This amendment replaces the current 16.5.6.13 in its entirety. 

 

 

 

 

 

16.5.6.13  Safety Fence or Automatic Pool Cover. All swimming pools shall have an 
approved automatic pool cover or be completely enclosed by a non‐climbable 
type fence. A financial guarantee shall be required to assure one of these safety 
devices is installed. 

16.5.6.13.1  Safety Fence. All swimming pools shall be completely enclosed by a non‐
climbable type fence. All fence openings or points of entry into the pool 
area shall be equipped with gates. The fence and gates shall be at least five 
(5) feet in height and shall be constructed of a minimum number eleven 
gauge woven wire mesh corrosion‐resistant material or other material 
approved by the Building Official. All gates shall be equipped with self‐
closing and self‐latching devices placed at the top of the gate or otherwise 
be inaccessible to small children. All fence posts shall be decay or corrosion 
resistant and shall be set in concrete bases or other suitable protection. 
The openings between the bottom of the fence and the ground or other 
surface shall not be more than four (4) inches. Required fencing shall be 
completely installed within three (3) weeks following the installation of the 
pool and before any water is allowed in the pool. 

16.5.6.13.2  Automatic Pool Safety Cover. As an alternative to a safety fence, an 
automatic pool safety cover may be utilized if it meets the standards of 
ASTM F1346‐91 (2010) or its most current version. The cover must have a 
label attached that clearly states it meets this standard. Only power 
operated pool safety covers will be allowed. The cover must be closed if 
the pool will be left unattended for more than 10 minutes. 

 


